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(57) Abstract: The invention relates to a method for pre-filtering a training sequence in a radiocommunication system consisting 
in using an emitter in the form of an antenna device comprising several antenna systems, thereby making it possible to transmit the 
training sequences through a pre-filter to said antenna systems side for reradiation by the emitter. Estimation enabling to form the 
properties of radio transmission channels described by spatial correlations is formed. Said prefilter is dimensioned according to said 
correlations, thereby minimising the error value of a used algorithm for estimating the channel on a reception side. 

(57) Zusammenfassung: Die Erfindung betrifft ein Verfahren zur Vorfilterung einer Trainingssequenz in einem Funkkommunika- 
tionssystem, bei dem zumindest sendeseitig eine aus mehreren Antennensystemen bestehende Antennenanordnung verwendet wird. 
Dabei werden die Trainingssequenzen uber ein Vorfilter den sendeseitigen Antennensystemen zur Abstrahlung zugefuhrt. Anhand 
der Trainingssequenzen wird eine Schatzung zur Bildung von Funkiibertragungskanaleigenschaften, 
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die durch raumliche Korrelationen beschrieben werden, durchgefuhrt. Das Vorfilter wird in Abhangigkeit der Korrelationen derart 
dimensioniert, dass ein Fehlerwert eines empfangsseitig zur Kanalschatzung verwendeten Algorithmus minimiert wird. 



